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SMARTPROBE GR15SL –  “REVERSED” OPERATION 
INITIAL AUTO-SET  

This function allows for the ad hoc calibration of the sensor directly within the tank: it is 
performed ONLY during the initial installation of the sensor and/or following a Reset (*). 

 

 

 

 

 
1. INSTALL THE SENSOR IN THE TANK FOLLOWING THE 

STANDARD PROCEDURE 

2. WITH AN EMPTY TANK, POWER UP THE SENSOR. THE 
SENSOR WILL START THE AUTO-SET PROCEDURE  
(Total procedure duration: 10 SEC) 

 

 

3. LED FLASHES BRIEFLY FOR THE FIRST 5 SECONDS 

4. LED TURNS OFF FOR THE FOLLOWING 4 SECONDS  

5. THE LED LIGHTS UP FOR 1 SEC, INDICATING THAT THE 
AUTO-SET HAS BEEN COMPLETED  

6. THE LED TURNS OFF AND REMAINS OFF, AS PER THE 
"INVERTED" SENSOR OPERATION (it will light up upon 
contact with the pellets) 

 
 

PLEASE WATCH THE SHORT EXPLANATORY VIDEO AT THE FOLLOWING LINK: 
https://youtu.be/Z7gx7jOfDRE (the second part refers to "gr15 reversed" operation, 
which is the model you are using).  

 
 

 
	(*) SENSOR RESET 
In cases where the initial auto-set procedure must be restarted (e.g., tank not empty during initial startup, 
operator touching the sensor during the 10-second window, operator testing the sensor outside the tank by 
powering it for more than 10 seconds, etc.) 

 

 

RESET PROCEDURE 

- With the sensor connected to the power supply, short-
circuit the two pads inside the hole for 2 seconds. The 
sensor will restart the auto-set procedure. 

- Disconnect the power supply before 9 seconds have 
elapsed. 

- Install the sensor on the tank and power it on again 
 
 
 


